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Bakgrunn =
Ett felles mal

Redusere CO,-utslippene
fra veitrafikken med

1 million tonn
som tilsvarer

10 prosent Klimavelen

Fra 2007 -> 2009 Klimaveien er en samfunnsdugna
for a redusere CQutslipp fra
veitrafikken. __ .
Signert avtale 9. september 2007.
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2006-2010
CO2;, REDUKSJON MULIG?

Bransjen begynner & diskutere
miljgansvar.

Bruk av fyringsolje / gass males
arlig.
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@ epd-norge.no
® The Norwegian EPD Foundation

2009 2010 DEN FORSTE PCR FOR ASFALT

Utslipp fra 80 asfalt-
produksjonssteder i Norge var

18,5 kg CO, eqg/t
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Norske Asfaltprodusenter trengte et
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Carbon footprint - Asfalt

Exhibit 1: Total carbon footprint allocation for a typical road pavement project (2], [3]. " ) \
; .
e § §
» Extraction and Processing of o] HE i
] inl |
Aggregates (950/0 Of Asphalt) - asPECT changer dubocale e:ur(e ICE GHGC HACCT PalATE  Seve |

» Extraction and Processing of
Bitumen (5% of Asphalt)

= Transport to Asphalt Plant

Asphalt Production

» Transport to Paving Site

» Paving
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Arbeidsgruppe TG CDF opprettet €%
(Carbon Footprint Document) oV
Felles Guidelines for utarbeidelse av P
PCR for asfalt, vedtatt i okt 2016 "
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Guidance Document

for

o preparing Product Category Rules (PCR)
ac*‘*ww and Environmental Product Declarations
A@ga&“‘“ (EPD) for Asphalt Mixtures
e

by the European Asphalt Pavement
Association
(EAPA)

Version 1
18t August 2016
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EBA startet et EPD program hgsten 2016 for a:
1. Utvikle en PCR for Asfalt, Godkjent 7/4-17

@»epd-norge.no

The Norwegian EPD Foundation
®

epd-norge.no

The Norwegian EPD Foundation PCR for Asphalt v 1.0
®)
9. Verification and Validity of an EPD PRODUCT CATEGORY RULES
As in PCR part A. EN 15804
Approved 07.04.2017, valid until 07.04.2022. NPCR 025 version 1.0
Issue date: 07.04.2017
Norwegian EPD Foundation, Technical committee Valid to: 07.04.2022

Shiar

_ PCR - Part B for Asphalt
Christofer Skaar

Leader of the Technical committee
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EBA startet et EPD program hgsten 2016 for a:
1.

2. Utvikle en EPD generator (automatisert framstilling av EPD) Godkjent av EPD Norge
april 2017
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